
 

 

 

  
 

 
 

        

   

    

 

The new TimeTech ST brand of 
cooking and holding timers are the 
innovative solution to quality and 
consistency at an affordable price. 

Currently available in four and eight 
channel models, these reliable 
timers are solar powered and 
require no electricity. 

Easy to program and maintain, 
TimeTech ST Timers control up 
to two stages of your cooking or 
holding process and provide both 
audible and visual signals when 
timing is complete. Program times 
are stored in memory for 
repeat use. 

The magnetic mounting panel 
adheres to most metal surfaces 
and allows for flexible mounting 
of the unit. For those areas where 
no magnetic surface is available, 
magnetic mounting bracket is 
supplied. 

Features: 

Solar Powered - No Electrical 
Outlet Required 

Quick and Easy to Install 
- No Tools Needed 

Two Stages - For Cooking or 
Holding Functions 

No Net Increase in Labor 

Four or Eight Channel Models 

Easy to Train Crew to Use 
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TimeTech ST 

Model: TTS-4, TTS-8 
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Dimensions 

Model Manufacturing 
No. 

Description Shipping 
Weight 

TTS-4 9900624 4-Channel 2 lbs (1 kg) 
TTS-8 9900628 8-Channel 2 lbs (1 kg) 

7000409 
Additional 
Universal 
Mounting Kit 

1 lb (.45 kg) 

Electrical Cord & Plug Configurations 

* Used in Model Designation 

Letter 
Code* 

Description Configuration 

(H)C 
CEE 7/7, 16 
Amp, 250 VAC 
(Assembly Only) 

(H)I 
IEC-309, 16 Amp, 
250 VAC, Pin & 
Sleeve (Assembly 

Only) 
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• One Universal Mounting Bracket is included. 

• One year manufacturers warranty. 
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